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Pask has consistently encouraged 
high standards of development 
in their residential communities 
by means of protective covenants 
and design guidelines.

We are very much aware of the need and responsibility 
to create communities which are sensitive to our 
fragile and ever changing environment. With this 
in mind, we have created sustainable housing, living 
and landscaping guidelines – helping you to make a 
difference and invest in your family’s future.

To maintain these standards in Circa each house must 
be constructed in accordance with the Living Design 
Principles (LDP’s).

Some key features of the Circa  
Living Design Principles

Building Timeframes

•  Construction of your dwelling must start 
within eighteen (18) months of title registration. 
Construction must be completed within twelve (12) 
months and not left without ongoing construction 
for more than three (3) months.

Home Design and Construction

•  The LDP’s encourage a varied front setback 
articulating the facade and breaking up the 
building line in the perception of the streetscape.  

    Building setbacks are to be in accordance with any 
building envelopes nominated in the Memorandum  
of Common Provisions (MCP), which form part of your 
contract. They typically specify a 4 metre setback to  
the façade and 5.5 metres to the garage.

•  Translucent elements such as porches and 
verandahs soften the perception of the facade and 
are encouraged. 

•  Face brickwork of approved colours is permitted 
up to a maximum of 50% of total facade area, 
excluding windows, front door and garage doors, 
provided it is combined with other materials such as 
painted cement render. 

•  Roof pitches under 22 degrees, excluding verandahs, 
are permitted only if approved by the Design 
review Panel (DRP). 

•  Eaves or similar architectural shading devices are 
desirable to provide shading of walls and windows.  
Whilst eaves are not mandatory, if they are 
incorporated into the design, they must be a 
minimum of 450mm (excluding gutter and fascia).

•  For optimum solar access the principal living area 
and private open space should be oriented north  
and/or east and have windows to allow sunlight to 
penetrate the room.  

House Sizes

•  Floor area (excluding garage and verandah)  
of dwellings shall be the following minimum size: 

(a)  Lots less than 500 square metres –  
140 square metres (15sq)

(b)  Lots between 500 and 999 square metres –  
160 square metres (17.2sq)

(c)  Lots 1000 square metres or greater –  
190 square metres (20.4sq)
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Garages

•  The garage door must be set back in accordance 
with any building envelope to ensure that a car 
parked on the driveway can be fully contained 
within the boundaries of the site and that the  
garage does not dominate the appearance from 
the street. 

•  The garage door width must not exceed 40% of the 
length of frontage. Where the design incorporates 
a triple (or greater) garage the third garage door 
must be set back a further 1 metre. 

Corner Lots

•  Dwellings constructed on corner lots must 
present attractive facades to both street frontages 
especially at the corner itself. 

•  Wrap-around elements, verandahs and feature 
windows are encouraged and highlight windows  
are undesirable especially on an upper floor.

 •  Blank side walls to the side street are not 
permitted. 

Landscaping

•  Landscaping of the front yard, including the nature 
strip, must be completed within three months of 
certification for occupation. 

Front Fences

•  Transparent fencing forward of any return 
fencing, up to a maximum 1.5 metres high may 
be permitted along the frontage provided it 
complements the colours and materials of the 
building facade. 

•  Front fencing must be face brick, stone, bagged 
or rendered masonry with a paint finish, stained 
or painted timber pickets or metal pickets 
of approved colours and accompanied with 
landscaping. 

•  Should front fencing exist, it must extend to the 
return fencing. 

Side, Return and Rear Fencing

•  Side and rear boundary fencing shall be lapped 
timber paling with timber capping with a maximum 
height of 1.95 metres.

•  Side boundary fencing must be set back at least  
1 metre from the front building (house) alignment  
of the ground floor of the corresponding side. 

Corner Fencing

•  On corner lots, screen fencing is required to extend 
to a maximum of 50% of the total length of road 
frontage.

Reserve Fencing

•  Rear or side fencing on any lots abutting public 
open space will be as nominated by the Vendor. 

National Broadband Network (NBN)

•  Circa will be connected to the NBN. NBNCo’s  
Building Ready Specifications must be complied 
with to enable broadband connection.

This document highlights only a selection of the requirements from the Living Design Principles. Prospective purchasers should review the Living Design Principles  
in full prior to signing a contract.

Contact a Sales Consultant today to view or ask any questions in respect of our Living Design Principles. 
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